Setting the Modem for TPG
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In the DOS prompt; Type ipconfig
and press “Enter”
(note the default gateway address)

WINNT System32', cmd.exe

M osoft Windows 2008 [Uersion 5.0B.21951]
{C> Copyright 1985-2888 Microsoft Corp.

C:~>ipconfig

Windows 2888 IP Configuration

Ethernet adapter wireless network connection:
Connection—specific DNS Suffix . - domain.invalid
IP Address. . . . - . -« - .« - . . : 192.168.254.1

Subnet Mask 255.255.255.8
Default Gateway : 192.168.254.254

Ethernet adapter Local Area Connection:

Connection—specific DNS Suffix . : domain.invalid
IP Address. . . . . . . - . . . .

i@.1.1.
Subnet Mask 255.255.255.8
Default Gateway iA.1.1.1




Open Internet Explorer and Enter the Default Gatewa
address in the address bar (Normally 10.1.1.1)

Click on Login

Enter username (Default username = admin)

Enter password (Default password = admin or blank f
configured modems)

Click OK
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Welcome to the SpeedStream Gateway.

Uzername: | admin -
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SpeedStream Gateway. Password: |

0K |




In the Point to Point connection; if you see PPPolhen just click on
PPPoE and Change the Username and Password and klgave
settings.

If you see PPPOA then

Click on Setup and then select WAN Interface
Click orydetele to delete the PPPOA interface
Then click Add a New VC
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Select PPPoOE and click “Next”
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Select Number 1 and Click “Next”

Enter your Username and Password given by TPG
and Click “Next”



Select Auto-Connect on Disconnect and Click “Finish

Click on Reboot.
Modem will now re-start and connect using the newes up.



